


Charging Procedures
Charge Voltage(V/Cell)

Application
Temperature Set Point Allowable Range

Max.Charge Current

Cycle Use 25 (77 ) 2.45 2.40~2.50
Standby 25 (77 ) 2.275 2.25~2.30

0.1PA

Final Discharge
Voltage V/Cell

1.75 1.70 1.60 1.30

Discharge
Power(W)

0.1P>(W) 0.1P (W)<0.25P 0.25P (W)<1.0P (W) 1.0P
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UPS 12240 6

P: For single cell wattage at 15 minute rate to 1.67V per cell.

GLOBAL HQ 
CSB BATTERY CO., LTD. (TAIWAN) 
Tel : +886-2-2555-5600 
Fax : +886-2-2555-3300
mail : service@csb-battery.com.tw 

AMERICA HQ 
CSB BATTERY TECHNOLOGIES INC. (U.S.A) 
Tel : +1-817-244-7777/1-(800)3-CSB-USA(272872) 
Fax : +1-817-244-4445
mail : csb@csb-battery.com 

EUROPE HQ 
CSB Battery Europe BV. 
Tel : +31(0)-180-418-140
Fax : +886-2-2555-3300  
mail : eurosales@csb-battery.eu 

BEIJING OFFICE. (CHINA) 
CSB BATTERY TECHNOLOGIES (BEIJING) CO., LTD.
Tel : +86-10-59621300/1301/1302/1303
Fax : +86-10-59621304   
mail : chinasls@csb-battery.com 

SHANGHAI OFFICE. (CHINA) 
CSB BATTERY LOGISTIC (SHANGHAI) CO., LTD.
Tel : +86-21-5046-1622/5046-0833
Fax : +86-21-5064-3314  
mail : chinasls@csb-battery.com 

SHENZHEN OFFICE.( CHINA ) 
CSB BATTERY LOGISTIC ( SHANGHAI ) CO., LTD.  
Tel : +86-755-8831-6488/6396/6356
Fax : +86-755-8831-6548  
mail : she@csb-battery.com.cn 


